A KV-L6N/PN40, DN15 = DN100
NAINEY a KV-L6K/PN16, DN65 + DN200
2-DIELNE GULOVE KOHUTY PRIRUBOVE

NTERMO0)

podla EN12516-1

plny prietok

dvojdielne teleso, plavajuca gula, TFM 1600 sedld

vrchnd priruba pre priamu montdZ ovldadania podla
ISO5211

uzamykatelhé prevedenie

prevedenie vretena zabrariuje jeho vystreleniu pri pri-
padnom pretlakovaniu

vyrovndvaci otvor zabrafujuci koncentrdcii tlaku v pries-
tore medzi gulou a telesom

poZarna bezpecnost podla API 607 5th 2005, ISO10497
antistatické prevedenie (gula - vreteno - teleso)
stavebnd di?ka podla EN558-1, rad 27 (DIN 3202 Fa:
DN15-DN100, DIN3202 F5: DN125-DN200)

priruby podla EN1092-1

skusané podla EN12266-1 P10, P11, P12 tesnost A (voda,
vzduch)

vyroba odliatkov v stlade s technickym predpisom TUV
AD 2000-Merkblatt WO
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GUIOVE KOHUTY PRIRUBOVE

DN PN d L
15 15 115
20 20 120
25 16 25 125
32 25 321 30
a0 3 10
50 50 150
10/16
65 63,5 170
25/40
10/16
80 76,0 180
25/40
10/16
100 100 190
25/40
10/16
125 125 325
25/40
10/16
150 150 350
25/40
16
200 200 400
40
Pozicia
1
2
3
4
5
6
7
8
9
10
n
12
13
14

45
58
68
78
88
102

122

138

158
162

188

212
218
268
285

Teleso
Gula
Sedla

95
105
15
140
150
165

185

200

220
235
250
270
285
300
340
375

Ndzov stcasti

Prirua telesa

Vreteno

O-kruzok

Upchdvkové puzdro
Tanierovd pruZina
Vretenova matica

Matica paky
Poistna podlozka

65
75
85
100
1o
125

145

160

180
190
210
220
240
250
295
320

Axidlne klznd podloZka

Upchdvkové tesnenie
Vymedzovaci krizok

w W NN NN

T N h
16 4 14
18 4 14
18 4 14
18 4 18
18 4 18
20 4 18
18 4
18
22 8
20
8 18
24
20 18
8
24 22
22 18
8
26 26
22 22
8
28 26
24 8 22
34 12 30

Materidl
14408 | 10619
14408 | 1.0619

CF8M/F316

TFM1600

316 | 304

PTFE
FKM
Grafit
304
316
301
A194-8
A194-8
304

48
53
59
Al
76
85
102
107
12
7z

140

183

204

253

H1
78
84
90
102
1o
18
150
155
176
181

2N

263

284

334

147
147
177

197
197

267

300

400

600

800

800

Pozicia

8 36 42 6
9 36 42 6
n 1l 42 50 6
n n 42 50 6
14 14 50 70 7
14 14 50 70 7

17 7 70 102 9
17 7 70 102 9
22 22 - 102

27 27 125 14
27 27 125 14
27 27 125 140 14

DN80~DN200

Ndzov stcasti

PodloZka paky

Uzamykatelné zariadenie (DN15-DN65)

Pdka (DN15-DN65)
Kryt paky (DN15-65)

Tesnenie telesa

Matice
Skrutky
Skrutka dorazu
Matica dorazu
Adaptér paky (DN80-DN200)
Matica
Skrutka
Rurka paky (DN80-DN200)
Kryt paky (DN8O ~ DN200)

Rozmery st uvedené v mm.

u2 1SO5211 kg
6 FO3~F04 2,37
6 FO3~F04 3,15
7 FO4~FO5 4,09
7 FO4~FO5 5,56
9 FO5~F07 6,98
9 FO5~FO7 9,67
13,90
n FO7~F10
14,60
18,10
m FO7~F10
20,40
25,30
n F10
29,50
51,00
F12
59,50
72,50
F12
84,50
120,00
18 F12
151,00
Material
304
304
304
Vinyl
316 Spirdlovo vinuté
+ Grafit
A2-70 | 8
A2-70 | 88
A2-70
A2-70
CF8
A2-70
A2-70
A53+Zn
Vinyl
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GUIOVE KOHUTY PRIRUBOVE

DN Cv [US gal.mm-1]
15 18
20 36
25 48
32 93
40 165
50 207
65 450
80 780
100 1360
125 1700
150 2600
200 4200
AP, AP, AP.
DN 5 bar 75 psi 10 bar 150 psi 16 bar
[Nm] [Ib-in] [Nm] [Ib-in] [Nm]
15 5 44 5 5 5
20 6 53 6 6 6
25 10 88 10 10 n
32 13 15 13 13 15
40 19 168 19 19 22
50 25 221 29 29 32
65 40 354 45 45 49
80 65 575 72 72 81
100 100 885 110 110 122
125 190 1681 210 210 245
150 280 2478 306 306 340
200 370 3274 430 430 487

Pre dimenzovanie pohonu je nutné pocitat s bezpe¢nostnym faktorom (odporid¢any min. 30 %).

300 psi
[lb-in]

44
53
97
133
195
283
434
717
1080
2168
3009
4310

Kv [m3.h-1]
15,57
3114
41,52
80,45
142,73
179,06
389,25
674,70
176,40
1470,50
2249,00
3633,00
AP,
40 bar 600 psi
[Nm] [Ib-in]
5 44
6 53
n 97
17 150
24 212
34 301
52 460
88 779
132 1168
280 2478
510 4514
730 6461
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GULOVE KOHUTY PRIRUBOVE

DN15 DN25 DN32 - DN65
1000 69 1000 69
\\
900 \ 62 900 62
800 55 800 55
sedo THv 1600 sedio TFi 16p0 |
700 48 700 N 48
— 600 \ 41 — — 600 N M -
& s00 = i\ / 1 & & 500 \Q = / u &
X~ PN4{0 1 1409 Telbs § PN40 1 6615 Télpso X~ i~ PN4o 104408 T&le N40 1.6615 Télkso x
S 400 o 28 B 400 SO 28 8
= \\ $. . = = \\ — =
300 21 300 21
PNT6 10649 Tdlesd y PN16 10619 Telhso \(/
200 PNfe T —- 14 200 = - » 14
dlesd PZAEAN 14409 Télgso A N\
100 - 7 100 - 7
S|ta para L~ \ . Syta para L~ ,
20 0 100 200 300 400 500  600°F 20 0 100 200 300 400 500  600F
(-29)(-18) (8) (93) (149)  (204)  (260)  (316°C) (-29) (-18) @8) (93) (149)  (204) (260)  (316°C)
Teplota [°F (°C)] Teplota [°F (°C)]
DNB80 & DN100 DN125 & DN150 & DN200
1000 ' 69 1000 69
900 I 62 900 62
800 55 800 55
YedIq TFIM 1600
700 N 48 700 48
- L / . " \, S¢dio[TFM 1640 .
N / A} /
'E'_ 500 34 E g 500 N PNUo 6 N 34 g
= [N49 1 4408[Telelo LPN10 10619 Teleso & & N4D 1.4408|Taldso N, i 0 f061P T8leso &
X 400 28 % X 400 — — 8 X
F a0 = = 300 =
PN16 11061 Téfeso ‘\// z PNI6 1)061D Tdeso // z
200 — 4 14 200 = 14
PN16 1[440% Toloeg 7 PNJ 11440 Teeso| | P
100 v 7 100 — e 7
Syta ppra 4/ 0 Syta ppra L~ \ o
20 0 100 200 300 400 500  600°F 20 0 100 200 300 400 500 600°F
(-29) (-18) (38) (93) (149) (204) (260) (316C) (-29) (-18) (38) (93) (149) (204) (260) (316°C)
Teplota [°F (°C)] Teplota [°F (°C)]

Téleso = Teleso
Sedlo = Sedlo
Syta pdra = Syta para
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GULOVE KOHUTY PRIRUBOVE

DN

20
25
32
40
50
65
80
100

L1

Pozicia

PN
40
40
40
40
40
40
40
40
40

Kohut gulovy prirubovy KV-L6N s dvoj¢innym pneumatickym pohonom Prisma

Pohon
PAW
PAW
PAW
PAOO
PAO5
PAO5
PA10
PA15
PA25

D
95
105
15
140
150
165
185
200
235

L
15
120
125
130
140
150
170
180
190

L3

Nazov stcasti

Dvojcinny pneumaticky pohon

p
89
89
89

102
19
19

123

139

175

Montdzna sada

Gulovy kohut

L1
41
141
41
155
201
201
226
265
358

B Kg
137 3,6
142 4,4
148 52
173 7,4
195 101
204 12,8
230 17,5
256 25
315 40
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GULOVE KOHUTY PRIRUBOVE

L D
Pozicia Ndzov sucasti
1 Jednocinny pneumaticky pohon
2 Montdzna sada
3 Gulovy kohut

Kohut gulovy prirubovy KV-L6N s jedno¢innym pneumatickym pohonom Prism

DN PN Pohon D L P L1 L2 L3 B Kg
15 40 PAWS 95 15 89 41 28 48 137 3,7
20 40 PAOOS 105 120 102 155 32 52 155 51
25 40 PAOS5S 15 125 19 201 40 62 178 7,3
32 40 PA10S 140 130 19 201 40 62 190 9,4
40 40 PA15S 150 140 139 265 48 Al 215 12,6
50 40 PA15S 165 150 139 265 48 Al 224 15,3
65 40 PA25S 185 170 175 358 64 89 282 26,8
80 40 PA30S 200 180 191 429 72 97 308 37
100 40 PA30S 235 190 191 429 72 97 331 46
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GULOVE KOHUTY PRIRUBOVE

L2 L3
o]
x|
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P o)
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N Jf_ ‘\ y
— —
1 —
) |
\L| U
\
L | D
Pozicia Nazov sucasti
1 Dvojcinny pneumaticky pohon
2 Montdzna sada
3 Gulovy kohut
Kohtt gulovy prirubovy KV-L6K s dvoj¢innym pneumatickym pohonom Prisma
DN PN Pohon D L K P L1 L2 L3 B Kg
65 16 PA10 185 170 - 123 226 4 63 225 17,3
80 16 PA15 200 180 - 139 265 48 71 251 239
100 16 PA25 235 190 - 175 358 64 89 315 37
125 16 PA30 250 325 70 191 429 72 97 444 65
150 16 PA30 285 350 70 191 429 72 97 465 89
200 16 P40 340 400 - 272 444 106 120 525 141
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KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GULOVE KOHUTY PRIRUBOVE

L1 L2 L3

L D
Pozicia Ndzov sucasti
1 Jednocinny pneumaticky pohon
2 Montdzna sada
3 Gulovy kohut

Kohut gulovy prirubovy KV-L6K s jednocinnym pneumatickym pohonom Prisma

DN PN Pohon D L K P L1 L2 L3 B Kg
65 16 PA25S 185 170 - 175 358 64 89 277 26
80 16 PA25S 200 180 = 175 358 64 89 287 30,6
100 16 PA30S 235 190 - 191 429 72 97 331 42
125 16 P40S 250 325 = 272 598 106 120 455 89
150 16 PA50S 285 350 70 309 694 128 141 583 136
200 16 PA50S 340 400 70 309 694 128 141 632 184
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[ KV-L6N/PN40, DN15 + DN100 A KV-L6K/PN16, DN65 + DN200, 2-DIELNE GUIOVE KOHUTY PRIRUBOVE

CERTIFIKATY

ISO 9001 —
ISO 14001 i b BB

AFFROVAL 6 MANUFACTURIR
CERTIFICATE

i Pl Comtred € Lk

OHSAS 18001

PED 2014/68/EU —

AD2000-W0

AD2000-HPO

B Eccemmcns

AD2000- Ad e

DNV

SIL 3

TA-Luft

ISO 15848-1

ATEX 94/9/EC

EN 14432

API 6D

API1607 / 1ISO10497

CRN

CU-TR

CCs

TS

Lloyd's Register

Bureau Veritas

Udaje v katalégovom listu maju informativny charakter a vyrobca si vyhradzuje prdvo na technické zmeny.
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